
SpecificationsFeatures:
• Integrated KVM console featuring a 15” or 17”LCD monitor in 1U high rack
  mountable Hideaway housing

• Dual console operation - direct external console connection in addition to the 

  Hideaway console for ease of configuration and system management

• Separate slide console- LCD panel and keyboard module slide independently

• Auto scanning feature always available - 24 x 7

• Port selection via Pushbutton, Hotkey and OSD  

• Two level password security - only authorized user view and control the 
  computers - up to four users plus an administrator with separate profiles
  for each

• DDC emulation of the LCD monitor - VGA settings of every connected
  computer are automatically adjusted for optimal output to the LCD monitor

• Firmware Upgradable

• Improved design- Easy single person installation (optional)
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Hideaway
LCD KVM Switch

Internal full range power
16
512 (16-level)
Push Button; Hotkey; OSD
16 x SPHD-15 F (Yellow)
1 x Mini-DIN-6 (F) Purple
1 x Mini-DIN-6 (F) Green
1 x HDB-15 (F) Blue
1 x DB-25 M (Black)
1 x RJ-11 F (Iron)@front
1 x IEC 60320/C14(M)
1 x Blue @ front
16 x Green @bottom
16 x Orange @bottom
1 x Green @bottom
1 x Green @bottom
1 x Green @bottom
1 x semi-hidden @ bottom module
16 x rectangle @ bottom module
1 x rocker @ rear
4 x round @ bottom module
1 x 2-way @front
1 x Rocker switch @ rear
120V 60Hz 24W / 230V 50Hz 24W
PS/2
1 ~ 255 Seconds
(15”) 1024 x 768@75Hz
(17”) 1280 x 1024@75Hz; DDC 2B
0~ 40˚C
-20~ 60˚C
0 ~ 80% RH, NC
Metal
(15”)16.5 kg, (17”) 17.1kg
448 x 680 x 42 mm

Power Supply
PC Connection

PC Selection
Connectors

 

LEDs

Button/Switch

Power Consumption
Keyboard / Mouse Emulation
Scan Interval
Resolution

Operation Temperature
Storage Temperature
Humidity
Enclosure
Weight
Dimension (W x D x H)

Direct
Max Via Daisy Chain

Computer Side
Console 2   Keyboard
  Mouse
  Video
Chain Out
F/W Upgrade
Power Port
Power
On line
Selected
Num Lock
Caps Lock
Scroll Lock
Reset
Select
Power
LCM Adjustment
Normal / Recover
Power Switch


