A Versatile Conference Room
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€6 The interoperability of ATEN’s products made the installation of the
total solution really convenient for us.
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VS184B VES01
True 4K HDMI Splitter HDMI HDBaseT-Lite Extender

* Supports HDR * Up to 1080p (70m)
* Up to 4 outputs * Up to 4K@60Hz (40m)

* Up to 4K @60Hz (4:4:4)
» EDID Expert for smooth

VE814T VM7104
HDMI HDBaseT Transmitter VGA Input Board

e HDMI * 4 VGA input ports
* 1 local output * Upto 1920 x 1200
Dual display (remote)
Ethernet, IR, RS-232

Up to 4K@60Hz (100m)




VM7804
HDMI Input Board

* 4 HDMI input ports
* Up to 1080p

VM8804
HDMI Output Board

* 4 HDMI output ports
* Up to 1080p

VM1600
Modular Matrix Switch

* Dual power supply

* Up to 32 connection profiles

* Videowall and scaler function

* Install up to 4 in- and 4 output boards

» Connect up to 16 sources and 16 displays

* Mobile control via award-winning Web GUI

* Seamless Switch technology: < 0,1 seconds

* Compatible with various interfaces: HDMI, DVI-D,
HDBaseT, VGA and SDI

VM7514
HDBaseT Input Board

* 4 HDBaseT input ports
* Up to 4K@60Hz (100m)

VM8514
HDBaseT Output Board

* 4 HDBaseT output ports
* Up to 4K@60Hz (100m)
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